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Previously, camera manipulation and data storing/searching were possible only on the DVR
installed computer. This meant that a person must physically present in front of the specific
computer for even minor administration such as checking the current status of the system.

This has become a big hassle for those who must overlook many DVR systems. To
overcome these difficulties, DVR Net has been introduced.

With DVR Net, you can now enjoy all the functions of a DVR system anytime, any remote
location by connecting to the main server computer over modem, LAN, or Internet. The
functions include checking the system status, searching the stored data, and even changing
the user settings and the recording schedule.

The ability to be able to perform total control from any place any time is what DVR Net makes
by introducing Network Security Program for the next generation.

For any question you have, please contact to the following address.
When you are sending your concerned matter, please include your country and phone
number.

E-mail: support@cctvone.com
Tel: 323-721-8999
Fax: 323-721-8599
www.cctvone.com
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e Support TCP/IP.

Support communication protocol to log in DVR DVR.

« Real-time Monitoring of DiViS motion pictures

Log in DVR Net and monitor all DVR system images in real time.

* Flexible relocation of displayed channels

Displayed channel can be moved to desired location of the screen by simple drag and drop.

« Searching and Recording DVR data

Various feature for Search and Recording, and even bring data to save it on the local computer.

¢ Audio Search

Recorded audio data can be retrieved DVR Net software.

« Two-way Voice Communications

DVR Net provides voice communication capabilities with the DVR system.

* PAN/TILT/ZOOM/FOCUS remote control
PTZ Controls can be attained by manipulating DVR Net program.

* Manipulate DVR Settings
Ability to change settings of DVR system from DVR Net, such as enable / disable of cameras, change

recording schedule, and change setting of sensors.

* Remote Notify function (Automatically message alert sent from DVR)
When DVR System detects motion or sensor trigger, it notifies its event and automatically turns on DVR Net

(while DVR Net is minimized). Also can be verified from event viewer

e Analyzing Event Log
DVR Net can receive and record events notified from DVR System, and the event viewer will directly connect

to the DVR System to retrieve data.
- DVR CAP, DVR LIVCAP, DVR ACAP, DVR MPG, and DVR MPGAMX, DVR D1 are all supported.
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Click 'Setup.exe' and follow the procedure.

i
DV H-Net(Integration) Ver. I1LI10 - (2009/01/15)

T e vt b ] melll il [ o i
conpits. To contrue. cick Hest

o tat| | L

After installation, following folder will be created in the Start menu.

G DVR-Net A AVIViewer
&' DVR-Net

Q}J Event Viewer

BN uninstal

DVR Net: DVR Net program

AVI Viewer: Program to view video clips recorded at the local storage.
Event Viewer: Program to view event log.

Uninstall: DVR Net remove program
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4-1. DVR Login Setup
Run DVR Net. Then following dialogue box appears, which asks for ID of DVR Net.

I LOG IN
Locinnave

e Login: ID / password are for the authorized manager who controls the local network system. Note that login
name and password here is for DVR Net program. It is different login and password than that of DVR—main.

* New: Create a new user (management) who wants to have the new network system.

« Edit: Change the existing information of registered user.

« Cancel: Exit without change.

* Minimized screen: Make the tray icon of this network program. Used for Remote Notify.

For the first time, or to add a new user, click “New” and type the information of user as follows.

e Login name: ID for a DVR Net program user.

" | .
Login Name | » Password: Password for Login.
Pasgword | « Confirm P/W: Reconfirm the password
Confirm P/W |

0K | Canizel

Note: The user created here is for local manager, which is not related the user(s) registered at DVR System.

After you input the above information, click “OK”. Then, “Add, Delete and Edit site information” screen will be

appeared.
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4-1-1. Site Setup
Config ! Selfings 4] < New: Add new site information.

[0 Satup Comnecaon Mads o . i i
: e _ Delete: Delete the registered site.
i s : ; « Save: Record any changes made.
8 Change Login Fasswond "| _Sm Mame Address Marthod
"| « - : allows users to sort the list of sites. Select a site and
press either one of the arrow buttons to move an entry
up/down.
* Delete Current User: Remove the user ID currently
logged in with. It will also remove all site information
registered under the ID.
e Backup: Export CONFIG/SETTING information.
New | odee | Sew |, Restore: Import and restore CONFIG/SETTING
| information from an exported file.
Jaleta Cumrent Lisa| Backugp | Fasinm | Apphy | Close |

* Apply: Apply any changed setting and close the Config / Settings.
« Close: Close Config / Settings without applying changes
Note: Any changes will be effective once the Save button is clicked. Close or Apply without Save will lose all

changed information. The same site name can not be registered twice.

Click “New” to add a new site information.

Confin J Sellings &d] - Site name: Assign system’s name or site name. In

o EEmm the use of IP Server, put the Code No. , The code for

& MISC. Confguration

: E.Eﬁ.r.w Setup R Tat T Server side can be set at “system->Use IP Server” in
_ the DVR Setting.

Sito Namo izt Note: This code is also necessary for Remote notify.
Method TCPAP = » Method: Select “TCP/IP” when you are using LAN,
SRR 1< 165,155 cable modem, ADSL. In case of IP Server, select
Username  [admin “SERVER".

Bagsward |u.n{

it CrnaaE » Address: Assign IP address of system or IP address

in use of IP Server.

k] cancal | « User name: Enter ID, registered in DVR System.
: _ « Password: Enter password, registered in DVR
Mew | Delste |  Sawe |
; . System
[hoelistin ::LEI'Iﬂ Ll = J:Eulp Close ]
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* Port (Properties): Set the port No, which was stored in accordance with “Appendix > DVR Management >
Detail setting” in DVR main/ User’s Guide. It is recommended to use the default data stored in DVR program

unless it is necessary to use others.

z
2nd [A00T  Cancel
3rd [3003

4th CETT

Ttk Er .

= (1074 - GERIOS)

Click “OK” to finish a new site setting, then the added site will be listed as following.

Config I Seltings [

o Setup Connechon Mode R,
& Site Satup

o MISC. Configueation

@ IF Serair Setup -
w Change Login Password || Site Name Address Method

= | tast 192, 160.1 96 TCRAR

Mew | Delete

1 1
Sl Carrient Lo Backup Fstorn Apphy Close
| |

In order to edit the site information already stored, double click on the site name to change the data.

“Save” must be clicked to take effect.
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4-1-2. Setup Connection Mode

Canfig f Settings

X
v Sie Satup
& MISC. Configurabion
v P Server Satup
& Change Lagin Passward i Singial [nast |
T Wt
| st v | Comern | Camerni) t"'
L |otvsed) =] ] |
7 Jinewes =l =l |
3 |[Not Used] El = ;
L e - - |
5 [hwes =l o |
e T - |
B I |
g |notuesd] =l x| |
# Jneweq =l = |
T - | ?
1 etwsed) =l =] |
Tl T - I !
13 Jintwed) =l =l |
(e =] =] |
15 |[not Used] | =l [
Smaa
Sedate Cument Lisa Backumy | Festana | Apnply | Close |

*Single: Check and select one of registered sites to access one site of DVR main.

Canfia Fzaitines 3 *Multiple: Check to access multi-sites upon log in.

© Sewp Connbcion Mode | Connection must be defined as following.

v Sie Seup r

w MISC Confiquration

B 1P Sanadr Selap

¥ Changs Login Password (iSO | I * Site name: select a site to connect.
# Muligly « Camera number(s): Choose a camera number, all, or

el o Jcwmnts) A i
T T partial
-—— =F j' -All: Choose to display all available cameras sequentially
— = j‘ from the selected site.
o = j‘ -Partial: Choose to display multiple cameras from the site.
- !Mﬂm“j'““"“'” Number of cameras must be assigned. For example, the
Dewim) 28 position 8 will display camera 1, 3, 6, 9, and 14
.----I osd bl . . .
s j j sequentially from site name Office.
1 ey =] =]
15 |ewss] = =l w
R “Save” must be clicked to take effect.
Jnlote Curmnt Use Backup | Fossare apply | ciose |




4-1-3. MISC. Configuration

Coniig / Sottings

3
& Selup Conedion Mods » AVI Path: Assigns the path to store video clips
o She Selup 2 . A
BN IS Configuration) recorded while monitoring.
g |FSprar Selup

© ChengeLoginPassword | 4 ipey [ * Log Path: Assigns the path to store the log file.
Browso * Log Size: Assigns the maximum size of the log file.
logPuh  fc! « Auto-hide taskbar: turn on the Auto-hide taskbar to
Bravae hide the taskbar on the bottom of the window.
Log Sice |r>_ B
At bk ety = “Save” must be clicked to take effect.

Seve

Jalete Cumant Liza Backp | Fesare | Apply | Closa |

4-1-4. IP Server Setup

_ *Use IP Server: Enables to use IP Server if checked.

& Sehup Connechon Mode *Server: IP address of the IP Server.
o e SBolup . . H
o MISC Corfigution *Code: Assigns unique code name to be registered at
8 |F Seraer Seup
© Change LoginPessword | 7 [Use IP Sarved the IP Server. Code must be named less than 10 digits,
e using case sensitive alpha-numeric characters.
Code : sInterval: Selects the time interval to notify current IP
Naily Nmn B address to the IP Server.
intansml '
SBVE " ” H
Save” must be clicked to take effect.
Dalats Cuarant Lise Backup | Fastore | Apiphy Cloee
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4-1-5. Change Login Password

Conlig § Sellings [
° g:all'-l:;gl-l:?luo;r.emnnh«lode *Old Password: Enter current password
© MISC. Configuration *New Password: Enter new password
&8 |F Serarr Sirhap
o EETEETISENTE = OWdPasswod | «Confirm Password: Confirm new password.
MHew Password |
Confirm Password |

“Save” must be clicked to take effect.

Jelete Current Use Backup Fiestore Anphy Cloze
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4-2. Accessing DVR Net

: '.;';r-';at*
. ‘:f_ _. :.h.ﬁ‘__.ll:"'r*-

"' .J.'I.; 'I..-"

[ : Minimize DVR Net software in the system tray. Click ! at right bottom corner will bring the full window.
" Dateflime « Date/Time: indicates the time and date of the location of DVR Net

D2/18{03 12:23:35 « Login name: User ID currently logged in with.
Login Mame

2 * Event Information: It is the place to indicate any of event

Ewent Intormation

Login success famx] notification from connected site(s). To receive notification,

Hiii*lflr Status “Remote notification of events” must be checked on DVR main.

 Transfer Status: This is indicating the connecting speed as bench mark only.

: Refresh the connection.
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Press “CAMERA” to control the PTZ.

: PTZ cameras connected to DVR System can be controlled from DVR Net. The arrow
buttons will move the camera in the direction of the arrow, and the ZOOM, FOCUS
buttons will manipulate the camera accordingly. However, only user with permission
can control the PTZ setting.

The number in the middle circle indicates the camera number being controlled, and the

push of top or bottom arrow button makes the selection of the camera.

: When the PTZ camera supports preset function and tour, this control is available at

DVR Net. Number of available preset points are depending on the camera’s feature.

: Adjusts the image quality such as Brightness, Contrast, Saturation and Hue by

pushing the arrow buttons.

: Compression Rate can be adjusted between 10 ~ 90 to enhance the transmission
speed (* for default compression rate). Lower value will provide faster transmission.
Resolution can be selected among 1/2, 1/4, or 1/8 (* for default resolution), and lower
resolution provides faster transmission speed. Compression rate and resolution
adjusted here are not changing actual resolution and compression rate recorded on
the server.

Note: this section cannot be applied to hardware compression boards (MPG / AMX /

D1 series).
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Press “MISC” to control following functions.

» Switching (SLOW / FAST): Adjust switching interval slower or faster when the
channel is displaying multiple cameras by switching (Applicable for multi connection
only).

* Position Number: Displays the position number on the image.

« Site Name: Displays the site information on the image.

» Camera Number: Displays the camera number on the image.

» Camera Name: Displays the camera name assigned at the server.

» Date / Time: Displays date and time from the server.
* POS Data: Displays POS data if available.
» Event Mute: Mutes the beep sound by the event notification. It also disables the popup by event notification

while minimized.
m : Displays the position number, which is currently selected. All adjustments and/or
controls are applied to the camera on this position.

: Shows the event list, which contains log of events notified from server(s). Double clicking on

the event will popup the search window to retrieve data immediately.

: Open the “Config / Settings” Window (Refer to 4.1.DVR Login Setup for detail).

Recaord - Records all displayed channels. Each channel will be recorded in MP4 format at the AVI

Path assigned from “Config / Settings” => “MISC Configuration”. The position with enabled switching camera

will not be recorded. Switching camera must be disabled when the desired camera is on, before start recording.

: Search recorded data from server. Multiple search windows can be initiated simultaneously to search

multiple servers at the same time.

% i : Adjusts setting of DVR System from DVR Net.
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: Changes display mode to 1, 4, 6, 9, 10, 16, or 36 split screen.

: Reduces the image size from single channel display mode.

: Enlarges the DVR Net screen with minimal control buttons.

: Enables on-screen PTZ Control. If enabled on the PTZ camera connected, Using mouse, left click and

drag on the screen to pan and tilt the camera, and scroll to zoom in and out

: Displays status of current screen mode. Pink color indicates

C AR

positions currently on-screen.

: Displays status of Relay on DVR System. Relay can be activated / deactivated by clicking on the

buttons.

@ : Click this to exit from DVR Net.
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4-3. Remote Search
Search data of DVR System from remote location using DVR Net.

: Click the remote search button to start. The window on the left will show up with list of registered

sites
. Select the site to search, and click “OK” to start search.
Ok Cancel

oi: ..lll.hfIJFle FEIEE £ 1T 20070102 1 1:0000ETRS 352kl

TN (A A TR

: The calendar allows the user to choose the specific date in which to search

through. Days with stored recorded data will be highlighted red.
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Search Tool | Image Toal | tools and image control tools.

: Buttons in upper line works for fast rewind (left directional arrow) and fast forward (right
directional arrow). Buttons in middle line activate the normal playing back in forward and
reverse but the speed can be adjusted by controlling ( - ),( +) tap on the top. The buttons

in lower line give playback frame by frame, forward or reverse.

: Image Tools allow the user to adjust image properties to enhance the image quality.
Adjustments are not effecting to the original image recorded.

Click on Cancel to go back to the original image.

Zoom Search: It is possible to zoom in, up to x3, to the desired area using right click of the mouse while, or

before searching (Available only at single channel search)

. hides the time information.

: Select one of the split image profiles for viewing the images.

.. : These taps give the enlarged screen by (+) or return to small screen by (-).

: The camera number is shown vertically on the right and hour on bottom horizontally, and minute on top
horizontally. The searching point can be selected by clicking the camera number, hour, and minute (shown in
red).

E : In above picture, selection of camera can be done by clicking these buttons, scrolling  camera
group as 4 camera in a group, namely 1~4, 5~8, 9~12, 13~16
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a : The camera icon indicates camera mode. Clicking the icon will toggle to sound search mode
| 1§ | . . . . .
‘ ¥l to retrieve recorded sound with image. While searching multiple channel, selected camera for

audio playback will be indicated with yellow caption as shown below.

: Click "Save As" to save the current image, jpg format.

: Print the image currently on display.
: Save images as a movie clip in AVI or MP4 format. For AVI format, it is recommended to

install WMV codec provided. This codec may be downloaded from Microsoft website also.

- Searh 2 Initiate “Smart Search” feature shown below.

Note: Please refer to the DVR manual for detail

information about this feature. Motion Sensitivity

may be different than running this feature from

DVR (server) and the result might differ even if

the search is performed under the same

FRrEcErts Eok R
s
3

condition.

282832332 82CaEY
EEFEESFEREEES ER

@ : Exit Search.
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4-4. Remote Setup
@ : Allow user to change the configuration of DVR System from DVR Net. The following screen will

allow the user to select the site.

%
Select the site and click “OK”
Selact San To Sotup
o Changes will be applied to the selected DVR System.
Cha sEIBm
oncel Some of setting are not accessible from the DVR Net.

Note: For further setting guide, please refer to 5.Configuration of

“Installation and User’s Guide” for DVR System.

ok || concal

I —— 1l DVR



4-5. Event Viewer
Event Viewer allows user to review the event log of Net software. It also contains all event record notified by DVR

System. Please refer to the “5.3. System - Allow remote connections” on Installation and User’s Guide to set

remote notification.

: opens the following Event Viewer window.

A EveniViewer

FieiF)  View(V)
w4 |'| Page j |3
EVENT DATA Fvmd T e | estabre...
S8 ove EvenT 3] SOOI 15T 100S TR 168, 1. 042 Conrected
RELAY 2] 2008-03-03 15:27:11:046  192.168.1.042 Login success
S 2] 2008-03-06 O7:S5:02:6127  206.40,195.71 Conmected
il MOTION 5] I008-00-06 OTSSN2ATS 306,40, 19571 [ ——
fu] CaMERA 1] 0090119 16I0EEST 30640, 195,71 -
2 e =] 0090119 I6I0EEERD 206,40, 195.71 Logn sucress
1] 0090121 (Fe4=2TI4  208.40. 195,71 Connactad
] 000121 (AT 06,40, 195.71 Logn success
] 20090121 OE0A1:187  306.40,195.71 Connected
o] 20090121 OFSOALZI0  B06.40.195.71 Logn success
] 0R-0L-2Y (RS TR 206,40, 195.7L Connected
2] 0090121 (BSR4 206.40.195.7L Lo suctass
2] 009-01-20 100EIIS 206,50, 195,71 Discarniectad
2] 0090121 19:0T0H0TE  192.168.1.023 Conected
_] J009-01-Z1 14:07:04: 125 192.168.1.123 Lixgan succeis
_] 2009-01-21 15:Z2:39: 7% 192.168.1.123 Conmecled
5] T009-01-21 15:3330ATE 192168, 1.133 [Pep—
5] 0090210 IE20ECE00  192168.1.123 fm———
1] 20090210 EZZ0RET] 192168, 1.123 Logn s
1] 20090210 LOEIS02:006 192164, 1,123 Connncted
] 20090010 LEIS02007 192164, 1,123 Logn sucres
1] 009010 L0e4435:437 192,168, 1,123 Connacted
] OO0 LIS AU 1521601 12Y Logn Suctess
=] 0090210 L0440 460 192.168.1.12F Connected
2] SO0 10 1004841500 1921681128 Lo Suctass
2] 0090210 121916650 192.160,1.020 Connected
£] 0090210 12:1%:16: 703 192.168.1.023 Logn success
4] | Hx *
By oy

Events can be reviewed and/or searched by categories. Double clicking on a recorded event under Motion and

Sensor will load a search popup window, which enables to playback instantly, as shown below.

: Popup search initiated from Event Viewer.
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At the connection of Net software, connected cameras will be positioned in order of camera numbers. It is
possible to relocate the camera position to the desired location by left click on the image that needs to be

relocated, drag it to the new position, and release the mouse button.

5-2. Movie Clip & Snapshot

Either movie clip or snapshot can be created while monitoring. Right click on the desired position and select

“Save as Movie Clip” or “Save as Snhapshot.

Save as Movie Clip: check to create mp4 format movie clip until

unchecked. Recording will be automatically finished when Net software
% is minimized. Recorded file will be stored at the location assigned from
& MISC. Configuration, AVI Path.

Save as Snapshot: select to capture the image. It will bring up a snapshot window with a captured image, and

the image can be saved as a jpg format file by double clicking on the snapshot window.




5-3. Event Notification
Event notification allows DVR Net users to receive notification from DVR System when any event occurs, such as

motion and/or sensor detection. In order to activate, following settings are required at the DVR Main. Open

System Setting from the DVR System to configure settings.

HeSwark
I Salu Indon I o - J Giroun
[ [T =
| ey igry manl pomen A View =| [meemai =)
| i L) B P sosicmion of mosmy Tl o ek Py il E 4 |= e
I e [ [rcrrwe (=] P wowen ses vk iigranl t [=lwc
FiCade i
Titatup —— Aundkany TRclions.
W ey LTS I I Gownd recouing o
[ vy dorved [ s 1] e B U s | Froges |
B e W Weming ok il
B Fevn P
L T ———— W o ok sl | _—
[—I |- e e N Frig et I
| Loog wite [ - T © wamn Progeem OO flum
B e & Edwrl program (0 e |__Ere=
B | L 10 BT e i =) .
B L T | :J_rJ:
o feet | RIS GELLLLE GRS
[.

Check “Allow remote connections” and open properties. Check “Remote Notification of events”, and select the
method. In IP/Code column, enter IP address or Code depending on the method selected.

Note: The code shall be same as the one entered in “Code” at 4.1.3. IP Server Setup

W ieen

|

W Popllp

W To

W secead tmin
(] Forrrm sty

(B | v vimamy Eema i
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From “Color & motion” of “Camera Setup”, check “Detective motion — Notification”. Click on “Properties”, and
check “Remote Notify” to send notifications when an event occurs. Check “Use Notify Schedule” to utilize the

schedule to notify the DVR Net. If selected, notification schedule on the following page must be configured.

q

ddddddad

&=
2]
ks
o]
e
= |
=]

Set up “Notify scheduling” in “Scheduling” of “Camera Setup”.

When event notification is completely set, Net software will display and store the event information into the log
file, which can be retrieved and searched by the Event Viewer. Also it will allow to restore the Net software, if
any event occurred and notified while Net software is minimized.

The DVR Net may be minimized, but must be running in order to receive the notification. The icon will be

<E?,'|§| 2:41 PM
5-4. Dial-Up Connection

In order to connect to the DVR System through regular phone connection, both DVR System and Net system

placed on the system tray when it is minimized.

need to be equipped with modem, and Dial-Up Server / Client must be configured. The following instruction is

based on the Windows XP environment.

5-4-1. Installation of Dial-Up Server
On DVR System, click “Start > Control panel > Network Connections.”

| [ Click “Create a new connection.”




Mew Connection Wizard

Wizard

This waizad helps pou;
* Connect 1o the Inemet.

* Connect bo a private network, such as your workplace
niebwork,

* Setup ahome or small othcs netwaork.

To continue, click, Mest

Welcome to the New Conncction

Click ‘Next'.

[ et

| J

Canceal ]

Mew Conneclion Wisa

Hetweonk, Connecton Ty

Wwihat da poa want o da?

) Connect b the Intemnet
Lorwech o b lrleeral &0 von Gan biowvesa the Walbs and read amal

() Connect bo the network at my workplace

Lorrect I a busmess nalyaork lusrg dalup o YEPN ] 0 pou can veork Iiom bome,

alield edfece. on annther ncation

) Sel up a home o small ollice nelvwok
Lorwect W an exehing home o smal olbce redeok o 28l up &8 e one,

Lorrect deaclly bo arolbes compailer wirg vous sanal. pacallsl. of nhissed pol, o
ant up this compater 5o that other compubers: can conrect @

Select “Set up an advanced connection”,
and Click “Next”.

Mext

Il |

I_ < Dack

Cancel |

Mew Conneclion Wizard

Adwvanced Connection Dptions
which e of cormection do pou veant oo aet up?

Select the conmection e wou wank
nsl
It thiix compubes taough the: Internet, & phone

t cable connschion

() Connect directly o another compuben
Cormeact b ancther computed using pour senisl, parallel, o rdrared port,

[ <gack [ Heaz ||

Check “Accept incoming connection” and
Click “Next”.

Lancel ]
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New Connection Wizard

Devices for Incoming Connections
Vo can chooss the devicet Wour compubed Ut b ACCEpE INCOMmING connectiong.

Select a proper modem from device list, and click
“Next”

Selact the check bo ret o each denice pou wank 1o e for incoming conrsciions.
Connaction deacns:
= & H5PSE Micsomodem

O Drrect Pasaled (LPT1)

[ cBaek ]h_ﬂ.-m | [ caren |

New Connection Wizard

Incoming Virtual Private Metwork [VPH) Connection

prmetiydinie kit ol Walog A Select “Do not allow virtual private connections”, and

click “Next”.

Wirtusl private connections io yow compubes thicugh the Intemmet se pocsible only §
sy comguler has & koo name o [P addiess on the [nbeimet

W o oy WP cormechons. Bhe apdbeam wll modly e Windows: Feesall cslftrgs Lo
Al wina Gotmgaaten Lo sered and recers VI packels

Do s weank bn allow virhual prvabe conrections: o this comguie?
) Ao wrbusl prevshe connschions

(=3 Do rct kv valual prvale connechurs

T e

New Connection Wizard

User Peimissions

Click “Add” to add a new user. The user must be
Yo can specify the uee who can connect ba this compuber,

created to allow connection to the DVR System.
Salach the check bo et o each uzer who should be sllowed a connection to this
comguler. Mobs thal o [schone. such as & deabled woe sccounl. may allect & ussr's
ablly 1o connect.

L seis allowwad 1o Cormeck

EF_ A
145 D315GEYLE

Dﬂ e ]

Dﬂ Helpdiszistant [Alesnohe Deckiop Help A cidant Account]

Dﬁ SUFFORT_HREMSsl) [CH=Microsoft Dotporshon La edmord, b =washangt
IE-HW":GH LV SEE VLD O [VEA Serves Acouri] . o

[_asd | [_Bemove J[ Properies |

[cBock [ bets | [ Coed |
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New Liser &3] Finl out the user information and click “OK”.

Wea e du || Ihis user information must be used at the Dial-Up
Full name: dwr _ Client, which will be discussed on the next chapter.
Password: * '

Corfim pastword: .

Note: The “Allowed User” means “RAS User” who can access the Dial-Up server from Dial-Up Client.

Mew Connection Wizard

xen Pramixsions

After a user created, make sure to check
You can specify the users who can connect lo this computer,

the user created, and click “Next”.

Select the check Lo nest o each usen vaw zhould be alosed & connection o e
computer. Mote that other factons, such at a disabled user acoount, may alfect a uver's
bty ko connact,

Uszare allowed bo connect:
'O #7 admiristraton
[ #5 D315EEVLE,

O ; HalpMesictant [Remote Decklop Help Assictant Account)

O] 7 SUPFORT 35594540 [CM-Microsoft Corporation, L-Fedmond 5 - achingt
< ¥

[ Add. ][ nemove ][ Properes |

[ctok J|_mew> ] [ conca ]

Mew Connection Wizard

Hedwanking Sollweane
Mebworking software dloves thiz computer bo accept conncchons from othes kinds

ol i nae

Select “Internet Protocol TCP/IP” and

click ‘Properties’.
Select the check Lo next o each e of nelworking sullveare thal should be enabled
far inComing conrection.
_Hatw:lrhng ofbwans:

B Y Inbenel Fiolocol (TCPAR)

[l 2 Filie arnd Primten Shamm fun Mool Metvarks
B 2 QoS Packel Schedule ¥

[ ][ ot ) (B |

Diesaplnorg

Tranzmizzinn Conincd Froioenlfnkeanet Piotoenl. The default wide asa netwnak peotoenl
that provides communication acnoss diveree intarconnacted networks,

cgack || Meds | [ Cancel

I —— oW DVR



Incoming 1CPMNP Properties

et o Check “Allow callers to access my local area network”. In
[=3PRows colers b5 dccass mp oonl s relveod TCP/IP address assignment, check “Specify TCP/IP
TCPAP skeess: axssigramend addresses”, and fill out from and to IP address as shown in
) diwiagn TCPAP addvespes suloematicaly wing DHCP . . wo H
picture. It is strongly recommended to use as it is shown. Click
(=) Speciy TCPAP asddesres
Ero [ . 6. % . 1 “OK", and click “Next" at the Networking Components.
Ie | 192 .68 . 55 . 2
Tetak = When the connection established successfully, ‘From’ IP will
[ llos caling computer o speciy iz own IP addiess be the virtual IP of the server, DVR System, and ‘To’ IP will be
ot ) caes ) assigned to the client.

New Connection Wizard

Completing the New Connection Specify the connection name and click “Finish”.

Wizard Any name may be used for connection name.

“vou have succerihuly completed the sleps neaded o
cieaby the followang connschion:

Inenming Connectinns

Thea connection will be saved in the Metwork

Connechions: fnkde

To cieabs the connection and cloes thes wizard, click Finich,

[ cpack || Fowh | [ coawca |
. Mehwerk Coanections CTaE
File G pew Pgpeaebe  oele  Adeagosd D r
Bk - 5 swth [ ries [T . . .
o " ' o Upon completion of Network Connection Wizard,
: the new connection icon will be located in Network

Connection.

LIS i Figh-Spmed Inborrest

"d-l Locl Aema Conrecton

==l
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5-4-2. Installation of Dial-Up Client
On DVR Net system, click “Start > Setup > Control pad > Network Connection.”

"= Hetwadk Connections
Bhe DM o= Fgerte  Deok  Advaged b ir

D - ¥ | D swn [ et | [ Click “Create a new connection.”
< B=

Frt ek Tasks

Mew Connection Wizard

Welcome to the New Connection Click ‘Next'

Wizard
This waizad helps pou;
* Connecl o the Inemet.

* Connect to a peivate natwork, such as pour workplace
niebwork.

* Detup a home of soesll ofhce network

To continue, click Mext

i. Ilent » ][ Cancel ]

Hew Connection Wizard

MATRO Rimayotan, ape qﬁ Select “Connect to the Internet”, and Click “Next”.

‘wihat do pou want bo do?

Lorwescd Lo Lk Irbeiresl S0 vou can boovees e Web ared iead amad

) Connect to the network at my workplace
Cornect bo o business network: [using dialup oo YPH) 3o wou can work from home,
a ficld office. or another kocation

) Set up a home or zmall office network
Cornect b an exasting home of umal offics natwork of SAF R A R 0ns

)Gt up an advanced conneclinn

Cormescd cscily Lo srolbm compadben uing your senal, parsliel o milised pol, o
el g ek Coenpules oo hal olbes Cosngualens Can coneecl bl

s e ) (Comen ]
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Select “Set up my connection manually”, and Click

Getting Meady
The wizad i preparing to el up pow Inbemet connaction

“Next”.

How do you want b connect 1o the Inbemet?
Ollhuu:u hom & st of Intermel service prowiders [1%s]
(=5 et up my connection manually
For & desl-up conrmchicon, pou wall need poir sccount nams, oas iwed, ard &

phscrsd nwarvibear bod wour 151, Fod & broadbard scoount, pou won nesd & phone
number.

iy Usze the CD | got from an ISP

[ <Back || Mes | [ Conca |

Hew Connection Wizard

Intermet Connection
Hoowr dho tpoud et 1o comnect b0 the Inlemet?

Select “Connect using a dial-up modem”, and Click

“Next”.

(%) Connered wging a dial up modem|
T bag by ol Gormechon wires & modem and & segdan o DN pheone ne,

() Conmneect wsing & hinadhand connection that iequires & user name and
pazasnad
This is & high-speed cormechion using ether a DEL o cable modem. our ISP may
refied o Hras Bpped of connechion As PPPRE

lf:l LConnect uning a bioadband conneclson that s alwaps on
T beg 1 & Feghreped cormechon wirg edhen a calide moden, D50 o LAN
cormechon, [ akesys sciree, and doein regues pou Lo g o

T T

Hew Connection Wizard

Connection Mame
‘wihat iz the nama of the tervics that peovides your Inlemet cornection?

Set ISP Name as you want, and Click “Next”.

Topet thax rtma ol poast 1S P in the Followsing b
15P M gme
dvr

The: raeme: yodt by bieie will b the reosme of the coneection pou ae cenaling

T T
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Hew Connection Wizard

Phone Humber to Dial
‘wihat iz wour 5P phone number?

Enter the phone number which is assigned to the
DVR System, and Click “Next".

Typa the phores mumber below
Phone resmber

| MREE 1 hH

“ou might reed bo include a 1" or the anea coda. or both. IF pou e not sure
wou reed e axdra numbers. dal the phone mumber on pou belephone, [ pou
Freen & oo wonared, e rrsnben Qe B Gonect

T T

Hew Connection Wizard

Intermet Account Infarmation
‘row will nesd an sccourt name ard pastwond b sign in 10 your [rbemet accoun

Enter the user information, which was created on

the DVR System, and Click “Next”.

Type an ISP sccourt name and pacswoid, then ks down this infomation and shoes i inoa
sain place, (I pou have Inigoian an eishing Aooourt nams of pastwosd, contact pour 1SR )

Llser name dw

Dasswenict L]

Lordum passvemd .{

[#] Lige thia acenunt nams and paswoed whan sepons cornact In the Intsmel fiom

iz comgailer
[#] b o thiz: B chefnsk Inlpimed coenection

e )t ) (oo

Hew Connection Wizard

Ct._trllpleling the New Connection
¥izard Click “Finish” to complete setting.

‘' herer: suceeasfully compleied the steps nerded o
create the folowing connection:

v

= Wake this the defaul connechion

= Chare with All useis of this compater

* Lz the soeme user name b paassond o eeenpone

1w Coomrrmenctuors vl o v Lo Mebwnk,
Conresciorns [older,

[ 1AAd & sheatcut ta this comnechon b my deskiop

T crmite e corrmcton ard chose b wizend, choh Faish,

[ cBak || Fnish | | Coneed |
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5-4-3. Using Dial-Up Connection

* On DVR system

Make sure that the Dial-Up Server is configured and Main is running.

* On DVR Net system,

Click “Start > Setup > Control pad > Network Connection.”

"= Metwatk Connectiom
Pl [t Yew Fgeorker ook  Advagosd bl

Gm- -+ ¥ - sean Fekders (31"

e WG iotwerh, Corwwc e
: A Dislue

¥

LAS o High-Speed Internet

Setwoark Taskn

-

Dher Plaoes

3 Contral Farel

g My Histwenek Flaces
L) My Deoumerts
i My Computer

[ = -

-'—E"!-l Lecdl deps onimitan
1 ¥
I_-.d

The icon for the Dial-up will be
. @« | displayed with the name assigned while
setting. Double click on the icon. It is

‘dvr’ on the left picture.

W eey rec m

[Eazewnd JTo ahange e sivied picperond] gkl fea)
[#] S v this wer narre aredl padiwand fof e bollovarsg usert
(ST
{5 gt wha uses thit conpals

Dt 1 2552455 B

[ o [ cowe |[ Pgeenes |[ deo |

Verify the user name, password, and number to dial.

Then click on ‘Dial’ to establish the connection.

If the connection fails, check modem drivers on both DVR and Net
systems, under Device Manager, and check the Dial-up server and client

setting.

If connected, run DVR Net and register a site with following information.

Method: TCP/IP

Address: the virtual IP registered at ‘From’ in Dial-up server.

Username & Password: user information registered at the DVR System.

After setting the site information as above, it is ready to connect to the DVR System.

Note: The image will be displayed very slowly due to the limited transmission speed.
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